Beam Guardrai
pay limit

Anchor pay |imit

16 mm x 50 mm Button head bolt or
l1emm x 40 mm hex head bolt and hex

ﬁ

1905

nut with anchor rail washers under
bolt head and nut (see Note 1),

Two 25 mm nutfs
and washers 300 400
(see Note 4)
|

Anchor plate
/7 (see Note 1)

Anchor rail washer (see Note 1)
|

End section Design G

(see Note 2)

See Note 5 ‘

Thrie Beam Guardrai
pay limit

16 mm x 50 mm Button head bolf or

16 mm x 40 mm hex head bolt and hex N 1905

Standard 50 mm ID — Y
pipe sleeve L\:

S S (60 mm QD) T 77\\ i
50 mm '

TYPE 4 ANCHOR (W BEAM)

Anchor pay Iimit

Anchor plate
//ri(see Note 1)

nut with anchor rail washer under
bolt head and nut (see Note 1).

Two 25 mm nufs

300 400 /// 460

Bearing plate
(see Note 1)

/ Two 25 mm nuts
and washers
(see Note 4)

Anchor Post Assembly
(See Note 3)

Anchor rail washer (see Nofe 1)

End section Design G
&47 (see Note 2)

and washers

(see Note 4)

Wood breakaway

post

(Thrie Beam)

(see detail) [1:

TYPE 4 ANCHOR (THRIE BEAM)

Two 25 mm nuts and washers
(see Note 4)

Bearing plate
(see Note 1)

Anchor Post Assembly
(See Note 3)

NOTES

1.

For details, see Standard Plan "'Beam
Guardrail Anchor Type 17,

For end section details see Standard Plan
“Beam Guardrail End Sections”.

For details, see Standard Plan, ''Beam
Guardrail Posts and Blocks”

Outside nut shall be torqgqued against inside
nut a minimum of 135 Nm.

Post and block shall match beam guardrai
posts.

ALL DIMENSIONS ARE IN MILLIMETERS
UNLESS OTHERWISE NOTED

BEAM GUARDRAIL ANCHOR
TYPE 4

STANDARD PLAN C-6¢
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